
 Identify &  Replace expired 
 spa ozone Generators
	 DEL OzoneTM Test Kits

•	 Identify Expired Spa Ozone 	 	 	
	 Generators In Minutes	

•	 In-Line Ozone Gas Indicator	

•	 Reliable, Quick, & Effective	

•	 Contains 10 Glass Tests	

•	 Affordable & Professional	

•	 Open The Door To New Sales

Test turns from blue  
to white if the ozone 
generator is working

Ozone flow

Instructional Video at www.youtube.com/delozone



TOOLS & EQUIPMENT: 
• Scissors  • Pliers  • Safety Glasses  • Gloves  • Stopwatch
Optional: Tubing, Ozone Check Valve, Replacement Ozone Generator or Renewal Kit

CAUTION:  
Turn off power to the spa before removing panels to service the ozone generator.  Use protective eyeware 
and gloves when servicing the ozone system. Trace amounts of nitric acid may be present.

PRIOR TO RUNNING OZONE TEST:
Inspect Ozone Generator - Replace Ozone Generator if degradation is evident (for example: broken output 
barb or frayed power cord). Inspect ozone tubing and check valve - Replace as required. 

1	 Empty bag contents 		
	 into box

4	 Attach an adapter fitting 
	 (provided) onto the tubing 		
	 on one end of the tester.	

7	 Turn power to the spa back 
	 on. Connect the adapter 
	 fitting to the injector line 
	 and begin stopwatch.	

8	 Tester should turn from blue  
	 to white in 30 seconds. If  
	 tester showed no change, 		
	 replace or renew generator.	

2	 Install 1” piece of tubing	
	 securely on both ends  
	 of the ozone tester.

5	 Remove spa access panel  
	 and 	disconnect tubing  
	 from generator.

3	 Place each end of the 	
	 tester into plastic bag 	
	 and break off at ball tip.

6	 Connect one end of ozone 		
	 test tube to the ozone 		
	 generator. Leave end with 		
	 adapter disconnected.
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